
■■ Coil Specifications
Coil   Voltage
Operating  Voltage
Pull-in     Voltage
Drop-out  Voltage
Coil Resistance

VDC
VDC
VDC
VDC
ohm

5.0
6.0
4.0
0.5
30

Normal
Max.
Max.
Min.
±10% @ 20˚C

■■ Relay Specifications
Breakdown Voltage
Dielectric Strength Contact/Coil
Insulation Resistance Contact/Contact
Insulation Resistance Contact/Coil
Operate Time,incl. Bounce
Reset   Time

VACpeak/VDC
VACpeak/VDC

ohm
ohm
ms
ms

10000
15000
1012

1012

1.5
0.8

Min.
Min.
Min. RH<45%, 100V
Min. RH<45%, 100V
Max.
Max.

          

PRODUCT FEATURE

Version 01

Product Name

Breakdown Voltage

Series Number

 Contact Form  
Normal  Voltage

  HVR    05

Order Information
Part Number

1A10

(05:5V)
(10:10000V)( 1A:Form 1A)

Parameters Units HVR05-1A10-06 Test Conditions

06

High Voltage Reed Relay
                                   HVR05-1A10-06 Series

■■ Contact Ratings 
Contact Rating
Switch Voltage
Switch  Current
Carring Current
Breakdown Voltage
Contact Resistance 

W
VACpeak/VDC

A
A

VACpeak/VDC
mohm

50
7500
3.0
5.0

10000
150

Max.
Max. at 1mA
Max.
Max. at 30°C
Min.
Initial Max.

■■ Environmental Ratings
Storage temp
Operate temp
Solder temp
Vibration
Shock

˚C
˚C
˚C
g
g 

-35~+105
-20~+70

5 sec.max 260
20
50

     

Mechanical Dimensions
  All Dimensions in mm 

•	 High Voltage  Reed Relay: Breakdown Voltage 
         up to 10000 VDC
•	 Hermetically Sealed Tungsten Contacts for long life
•	 Low Contact Resistance
•	 Excellent Lifetime Characteristics 
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