Small Low Stray Capacitance Type M{EZFAEHE

2a - Mercury Relay 2a - 7KERAEE

Part Number / Feature Mm%/ BE
® HFW-2A- % % S (D)

D: Diode —1@gg
Coil-voltage #3EE &

® Since itis a miniature type, low stray capacitance, and electrostatic shield is
provided, it can use for high frequency. While itis miniature type, itis high
power of Contact Rating 50W. Since magnetic shield is provided, adjacent
mounting is possible. A special socketis prepared (Refer to 140-143 page).
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Performance &€

Specifications #1 1% Item I8 B Standard # #&
Contact Specifications Contact Form 3ZBhEIL 2a (make mercury)
R Contact Rating B3 50 W

Max. Switching Voltage fRAtJiRERER DC. 500V

Max. Switching Current & AKtJIRER 1A

Max. Carry Current RABEEE R 2A

Contact Resistance 1&EhEAEEH 100m Q MAX.
Electrical Specifications Breakdown Voltage fMi{EE Between contacts DC.500V
BRI Contacts to coil DC.500V

Contacts to shield DC.500V
Coil to shield DC.500V

Insulation Resistance #&#&[E#1 Between all isolated pins 1X10' Q MIN. (DC.100V)
Capacitance BHEAE Across Open Contacts 0.1pF MAX. (Shield Guarding)
Contact to shield 16pF MAX.
Thermal Electromotive Force #tEE 60aV Typ.
Operate Time E{ERERY (1 Pulse) 2.0mS MAX. (at Nominal Voltage)
Release Time F&RIAFRE (1 Pulse) 1.5mS MAX. (at Nominal Voltage)
Mechanical Specifications Vibration iHEEN 20G (0~55Hz, 1.5mm)
PEARFRAS Shock &g 30G (11mS, 1/2 Sin Wave)
Environmental 1818 Operating Temperature &/ REEAE -10°C ~ +60°C
Life Expectancy F#p Mechanical ¥&tHAY 1X10° MIN. Operations
Electrical E&HY DC.10mV-100A 1X10° MIN. Operations (R.L.)
Refer 14 page (1V) foe life data
High frequency characteristic Return Loss X 51182k 10MHz 35dB MIN. 50MHz 25dB MIN.
(input output impedance 50 Q) | Isolation fREf##E#% 10MHz 65dB MIN. 50MHz 54dB MIN.
= SR8 AEBE 50 Q) Insertion Loss fEAE%k 10MHz | 0.06dB MAX.| 50MHz | 0.10dB MAX.
Coil Specifications $RE R

Part Number Nominal Voltage Coil Resistance Nominal Current Must-Operate Voltage

& % DC = 10%[V] +10%[ Q] at 20°C [mA] MAX.[V] at 20°C
BHTERE HREERR EBEEMR BEERE

HF W-2A-24S(D) 24 1100 21.8 18.0
HF W-2A-12S(D) 12 300 40.0 9.0
HF W-2A-05S(D) 5 50 100.0 3.8

Dimensions / Terminal Identification (Unitmm) S} R~E / &&HE (B ZTXK)

20.3 wax 7.6 Max
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